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49 CFR Ch. II (10–1–14 Edition) § 236.503 

least stopping distance from the en-
trance to a block, wherein any condi-
tion described in § 236.205 obtains, and 
at each main track signal requiring a 
reduction in speed. 

§ 236.503 Automatic brake application; 
initiation when predetermined rate 
of speed exceeded. 

An automatic train control system 
shall operate to initiate an automatic 
brake application when the speed of 
the train exceeds the predetermined 
rate as required by the setting of the 
speed control mechanism. 

§ 236.504 Operation interconnected 
with automatic block-signal system. 

(a) A continuous inductive automatic 
train stop or train control system shall 
operate in connection with an auto-
matic block signal system and shall be 
so interconnected with the signal sys-
tem as to perform its intended function 
in event of failure of the engineer to 
acknowledge or obey a restrictive way-
side signal or a more restrictive cab 
signal. 

(b) An intermittent inductive auto-
matic train stop system shall operate 
in connection with an automatic block 
signal system and shall be so inter-
connected with the signal system that 
the failure of the engineer to acknowl-
edge a restrictive wayside signal will 
cause the intermittent inductive auto-
matic train stop system to perform its 
intended function. 

[49 FR 3386, Jan. 26, 1984] 

§ 236.505 Proper operative relation be-
tween parts along roadway and 
parts on locomotive. 

Proper operative relation between 
the parts along the roadway and the 
parts on the locomotive shall obtain 
under all conditions of speed, weather, 
wear, oscillation, and shock. 

§ 236.506 Release of brakes after auto-
matic application. 

The automatic train stop or train 
control apparatus shall prevent release 
of the brakes after automatic applica-
tion until a reset device has been oper-
ated, or the speed of the train has been 
reduced to a predetermined rate, or the 
condition that caused the brake appli-
cation no longer affects the movement 

of the train. If reset device is used it 
shall be arranged so that the brakes 
cannot be released until the train has 
been stopped, or it shall be located so 
that it cannot be operated by 
engineman without leaving his accus-
tomed position in the cab. 

§ 236.507 Brake application; full serv-
ice. 

The automatic train stop or train 
control apparatus shall, when operated, 
cause a full service application of the 
brakes. 

§ 236.508 Interference with application 
of brakes by means of brake valve. 

The automatic train stop, train con-
trol, or cab signal apparatus shall be so 
arranged as not to interfere with the 
application of the brakes by means of 
the brake valve and not to impair the 
efficiency of the brake system. 

[49 FR 3386, Jan. 26, 1984] 

§ 236.509 Two or more locomotives 
coupled. 

The automatic train stop, train con-
trol or cab signal apparatus shall be ar-
ranged so that when two or more loco-
motives are coupled, or a pushing or 
helping locomotive is used, it can be 
made operative only on the locomotive 
from which the brakes are controlled. 

§ 236.510 [Reserved] 

§ 236.511 Cab signals controlled in ac-
cordance with block conditions 
stopping distance in advance. 

The automatic cab signal system 
shall be arranged so that cab signals 
will be continuously controlled in ac-
cordance with conditions described in 
§ 236.205 that obtain at least stopping 
distance in advance. 

§ 236.512 Cab signal indication when 
locomotive enters block where re-
strictive conditions obtain. 

The automatic cab signal system 
shall be arranged so that when a loco-
motive enters or is within a block, 
wherein any condition described in 
§ 236.205 obtains, the cab signals shall 
indicate ‘‘Proceed at Restricted 
Speed.’’ 
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